POST CONSTRUCTION
CONTROLS EASEMENT
10’ OFFSET FROM

RIP RAP BERM AND

OUTLET STRUCTURE WITH
TRASH RACK. 67 MIN.
FREEBOARD FROM TEMP.
POOL ELEV.

LITTORAL SHELF
W/ WETLAND
PLANTINGS —
10° MIN.

WIDTH

NOTES:

MANUAL)

ENERGY DISSIPATOR

2:1 SLOPE STABILIZED
TO POND BOTTOM

SEDIMENT FOREBAY

MAINTAIN MIN. 10’ SETBACK
FROM PROPERTY LINE TO
OUTSIDE TOE OF SLOPE OF
EMBANKMENT.

EMERGENCY SPILLWAY
IF USED

STABILIZE INTERIOR AND
EXTERIOR OF EMBANKMENT
WITH GRASS

POST CONSTRUCTION
CONTROLS EASEMENT
10’ OFFSET FROM
SLOPE BREAK

SLOPE BREAK WEIR CLASS B RIP
RAP 15" MIN. DERTH INVERTED WATER
50 YEAR EVENT . : QUALITY ORIFICE
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STRUCTURE

LOCATED AT

MAIN POND TOE OF 10:1
SLOPE

1. 4—6 INCH LAYER OF AMENDED SOIL IS RECCOMMENDED ON LITTORAL SHELF
AREA WHERE PLANTINGS ARE REQUIRED (SEE SOIL PARAMETERS IN BMP DESIGN

2. PROVIDE 20 ACCESS EASEMENT TO CONNECT WETPOND EASEMENT TO DEDICATED
RIGHT OF WAY. ACCESS ROAD SHALL HAVE MIN.
LONG. GRADE OF 15%, MAX. CROSS—SLOPE 57%.

12" STABILIZED WIDTH, MAX.

3. DEMONSTRATION OF APPROPRIATE SAFETY FACTORS AGAINST FAILURE THROUGH
GEOTECHNICAL ANALYSIS BY A LICENSED PROFESSIONAL ENGINEER SHALL BE
REQUIRED FOR EMBANKMENT SLOPES STEEPER THAN 3:1.

4. WATER-TIGHT SEAL MUST BE PROVIDED BETWEEN ALL RISER AND PIPE JOINT
CONNECTIONS.

DUCTILE IRON
MAINTENANCE DRAIN
PIPE WITH SLUICE
GATE OR VALVE.

ANTI— (TYP. ON—LINE WITH
FLOTATION OUTLET AND LOCATE
PAD VALVE SO IT IS

ACCESSIBLE VIA THE
OUTLET STRUCTURE)
0.5% SLOPE MIN.
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CONTROL DISSIPATOR
MEASURES OUTLET

ON PROTECTION
OUTLET

PIPE

NOT TO SCALE

KCHARIDTTE.

CITY OF CHARLOTTE

m LAND DEVELOPMENT STANDARDS

INCLUDES CHARLOTTE ETJ

WETPOND
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